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• Flood Lighting • Comfort
• High performance

BEAM DETAILS BEAM DETAILS
*measured at center of beam*measured at center of beam

Mounting Height
(feet)/(meter)

Mounting Height
(feet)/(meter)

4ft / 1.2m4ft / 1.2m 5.4ft / 1.7m12.2ft / 3.7m

8ft / 2.4m8ft / 2.4m 10.9ft / 3.3m24.5ft / 7.5m

12ft / 3.7m12ft / 3.7m 16.3ft / 5m36.7ft /11.2m

16ft / 4.9m16ft / 4.9m 21.7ft /6.6m49ft /14.9m

20ft / 6.1m20ft / 6.1m 27.2ft /8.3m61.2ft /18.7m

Beam Width
(feet)/(meter)

Beam Width
(feet)/(meter)

Lux*Lux*

1546 lx825 lx 144 fc77 fc

386 lx206 lx 36 fc19 fc

172 lx92 lx 16 fc9 fc

97 lx52 lx 9 fc5 fc

62 lx33 lx 6 fc3 fc

Footcandles*Footcandles*

ANGULAR DISTRIBUTION ANGULAR DISTRIBUTION

Glare-Guard Technology

Reduces glare by 60% while 

delivering and directing more light 

to the target.

OPTICS OPTICS

CBCP: 1227 cd CBCP: 2298 cd

3860 Lumens 3200 Lumens

19 Footcandles 36 Footcandles

Mounting
Height

Mounting
Height


